


Quectel LG290P

GNSS LG290P (03) LG290P (09)
12.2 mm x 16.0 mm x 2.6 mm 12.2 mm x 16.0 mm x 2.6 mm
099 099
-40 C~+85C -40 °C~ +85 C
-40 °C ~ +95 C -40 °C ~ +95 C
GNSS
GPS: L1 C/A, L1C*, L5, L2C GPS: L1 C/A, L1C*, L5, L2C
GLONASS: L1, L2 GLONASS: L1, L2
Galileo: E1, E5a, E5b, E6 Galileo: E1, E5a, E5b, E6
BDS: B1l, B1C, B2a, B2b, B2I, B3I BDS: B1l, B1C, B2a, B2b, B2I, B3I
QZSS: L1 C/A, L1C*, L5, L2C, L6 QZSS: L1 C/A, L1C*, L5, L2C, L6
NavIC: L5 NavIC: L5
SBAS: L1 SBAS: L1
GPS + GLONASS + Galileo + BDS + QZSS + NavIC GPS + GLONASS + Galileo + BDS + QZSS + NavIC
1040 1040
5+ QZSS 5+ QZSS
SBAS WAAS EGNOS BDSBAS MSAS GAGAN SDCM WAAS EGNOS BDSBAS MSAS GAGAN SDCM
0.7m 0.7m
RTK 0.8cm+ 1 ppm RTK 0.8cm+1ppm
25m 25m
RTK 1.5cm + 1 ppm RTK 1.5¢cm+ 1 ppm
0.03 m/s 0.03 m/s
1PPS lo 5ns 5ns
RTK 5s 5s
TTFE 28s 28s
AGNSS 28s 28s
1.7s 1.7s
-146 dBm -146 dBm
@ -160 dBm -160 dBm
-155 dBm -155 dBm
18000 m 18000 m
515 m/s 10 m/s
49 -
10 Hz 10 Hz
20 Hz 20 Hz
CE CE
RoHS RoHS
. x1 R
loC 400 kbps
x3 UART1 UART2 UART3 x3 UART1 UART2 UART3
UART 9600~921600 bps 9600~921600 bps
460800 bps 460800 bps
NMEA 0183/RTCM 3.x NMEA 0183/RTCM 3.x
VDD_RF VDD_RF
vce 3.0~3.6V 3.3V 3.0~3.6V 3.3V
1/0 vCC vCC
99mA 326.7mW @ 1054 mA 347.82mW @
@ 33V 99mA 326.7mW @ 106.4mA 351.12mW @
18 pA 59.4mW @ Backup 18 pA 59.4mW @ Backup
*
1. CEP 50 % 24 GPSL1+L5 Galileo E1+E5a BDSBI1l+B2a -130dBm
2. CEP 50% GNSS 1
3. -130 dBm
4. LG290P (09) 3D 10 m/s
5. 18.5dB 0.85dB LNA GPSL1 L5 12 BDSB1l B2a 10
GalileoE1  E5a 10
6. SAW LNA LNA GNSS

Copyright © 2026 . All Rights Rezzelrggf http://www.quectel.com QUECTEL

+86 21 51086236 info@quectel.com


http://www.quectel.com/



